GENERAL NOTES:
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5.)

6.)

7.)

MINIMUM TRENCH WIDTH = 0.D. + 12" FOR 4" TO 12" NOMINAL DIAMETER PIPE
AND O.D. + 18" FOR GREATER THAN 12" NOMINAL DIAMETER PIPE.

THE MATERIAL FOR BEDDING SHALL BE COHESIONLESS SANDY LOAM, SAND, OR
SANDY GRAVEL MATERIAL OBTAINED FROM PROJECT EXCAVATION OR FROM
APPROVED BORROW AREAS. THE BEDDING MATERIAL SHALL NOT CONTAIN

ANY ROCKS OR OTHER MATERIAL DELETERIOUS TO THE PIPE.

SAND BEDDING SHALL BE USED WHEN THE SAND EQUIVALENT OF THE NATIVE
MATERIAL IS LESS THAN 30, PER ASTM D2419.

FOR PAVED AND UNPAVED AREAS, THE COMPACTION OF BEDDING AND BACKFILL
MATERIALS AND PAVEMENT REPLACEMENT SHALL BE IN ACCORDANCE WITH THE

STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION "GREEN BOOK”

LATEST EDITION.

COMPACTED BACKFILL MATERIAL IN THE UNPAVED AREAS SHALL COMPLY WITH
THE SAME REQUIREMENTS AS THE BACKFILL MATERIAL COMPACTION IN THE
STREETS.

THE BASE COURSE MATERIAL SHALL BE CRUSHED AGGREGATE BASE MATERIAL
AS SPECIFIED IN SECTION 200—2 "UNTREATED BASE MATERIALS" OF THE
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, LATEST EDITION.

IF THE ENGINEER DETERMINES THAT THE SOIL UPON WHICH THE PIPE IS TO BE
PLACED IS UNSTABLE, THE CONTRACTOR SHALL OVER—EXCAVATE THE BOTTOM OF
THE TRENCH TO A DEPTH OF 12” OR AS DIRECTED BY THE ENGINEER AND PLACE
A LAYER OF CRUSHED ROCK ON THE TRENCH SUBGRADE COMPACTED TO 90%
RELATIVE COMPACTION.
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